
Datasheet Eco-Lithium LFP batteries

Model LFP24280BMS LFP48100BMS
ip-rating IP31 IP65
Chemistry LiFePO4 LiFePO4
Voltage 25.6V 51.2V
Capacity 7.5kWh 5kWh

290Ah 97Ah
Discharge current cont. 150A 70A
Discharge current max. 200A 100A
Charge current cont. 75A 50A
Charge current max. 125A 75A
Absorbtion voltage 28.1V 56.1V
float voltage 27.2V 54.4V
Discharge voltage (no load) 24V 48V

Minimum discharge temperature -30℃ -30℃
Minimum charge temperature +5℃ +5℃
Maximun temperature +40℃ +40℃

Internal fuse: 300A 200A
BMS protects: Temperature (charge / discharge), cellvoltages, overcurrent.
Use in series yes, max 2 no
Parallel use yes yes
Standard options:
battery heating on enclosure internal*
CANbus communication yes yes
Mounting brackets custom 4 options
watertight housing available yes included

* = with CANbus option

Warranty 5 years: defects, and 80% remaining capacity
Maximum 1 cycle per day average, ambient temperature not above 30 degrees
celcius for prolonged time
When battery has been in contact with water, inspection / repair has to be 
performed within 1 week of incident to keep warranty valid.


